
Name
Number
Collection 

General

Location 
Installation orientation 
Main material
IP rating 
Class
Bathroom zone 
Voltage 
Driver required
Cable length (m) 
Dimensions  w/h/d (mm) 
Mounting method 
Gross weight (kg)
Net weight (kg) 
Packaging w/h/d (mm) 
Number of light source(s) 
Country of manufacture 
Switch (type)

Lamp

Light source 
Socket  type 
Bulb shape
Max lamp length (mm) 
Power consumption 
Luminous flux (lm) 
Color temperature 
CRI
Lifetime 
Beam angle 
Efficiency

Electrical

Battery 
Dimmable  
Dimming range 
Dimming method 
Supply frequency 
Driver/ballast voltage 

Finishes

Glass

TEKNA BVBA – INDUSTRIEPARK E17 – STOKKELAAR 13 – B-9160 LOKEREN – TEL+32 9 3480802 – FAX+32 9 3489691 – SALES@TEKNA.BE – WWW.TEKNA.BE
We reserve the right, without notice, to change technical details if these, in our opinion do not change appearance or function of the product. Please note that some dimensions 
may vary slightly due to manufacturing tolerances, this includes cable entry and mounting holes. Additional technical information can be found on our website tekna.be

Accessories

Indoor/outdoor
Floor
Brass/glass
IP44 (LED IP55, driver IP67)
I
Zone 3
230V
Integrated
5 meter cable and plug
252x252x480
Floor bracket
.
.
.
1
.
.

Citezen LED
.
COB
.
6.2W
250 LM
2700K / 3000K
90
50000R
180°
.

No
Yes
.
DALI
50Hz / 60Hz
110vac / 230Vdc

Included

• Dark Bronze DBR
Sateen Brass (BRM)
Vintage Brass (BRV)

Clear Glass (HG)
Ribbed Glass (RG)
Frosted Glass (MG)

ILFORD FLOOR DALI
N201
NAUTIC




